

















DECK JOISTS


4x4 GUARD RAIL POST


WITH MAX SPACING OF 6'-0"


***NOTE - DO NOT NOTCH


GUARD POSTS


2x2 PICKETS


SCREWED OR SHANK


NAILED TO OUTSIDE


OF RAILS


4" MAX. OPENING
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GUARD POST MAY


BE ATTACHED TO


THE OUTSIDE OF


THE RIM BOARD


OR THE INSIDE OF


THE RIM BOARD.


SEE DETAIL


OPTIONS ON


SHEET 5
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CONCRETE FOOTING


SEE TABLE FOR SIZE


CONTINUOUS


2x8 (MINIMUM)


P.T. LEDGER


BOARD WITH


1/2" DIA. HDG


THRU BOLTS


SPACED


(PER TABLE)


THRU


MASONRY


HDG DECK


JOISTHANGERS


CORROSION


RESISTANT FLASHING


TO EXTEND AT LEAST


6" BEHIND SIDING


AND CONTINUE


DOWN BETWEEN P.T.


HOUSE RIM BOARD


AND NEW P.T.


LEDGER BOARD


1/2" DIA. HDG


THRU BOLTS OR


LAG SCREWS


THRU RIM BD


SPACED PER


TABLE


ATTACHMENT OF DECK TO


MASONRY COMPOSITE


FOUNDATION WALL


ATTACHMENT OF


DECK TO HOUSE


RIM BOARD


CANTILEVER DECK


BEAM BELOW JOISTS


5/4 BOARD OR 2x6 GUARD RAIL


CAP AND 2X4 RAIL


(TOP AND BOTTOM)


BEAM REQUIRED


TO BE DIRECTLY


SUPPORTED BY


POST WITH MIN (3)


16D NAILS OR 1/2"


DIA BOLTS.


 CONTINUOUS POST


BEAM FLUSH WITH JOISTS


OFFSET POST


BEAM FLUSH WITH JOISTS


BEAM  TO TOP


COURSE OF


BRICK PIER WITH


EMBEDDED


STRAP  OR


HOLD-DOWN


DEVICE


MASONRY PIER


BEAM FLUSH WITH JOISTS


NOTE:  DO NOT NOTCH THE GUARD POST.
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C D


4X4, 4X6 OR 6X6


P.T. WOOD POST


TO FOOTING (SEE


OPTIONS)


BEAM TO POST (SEE


OPTIONS PAGE 5)


DECK FOOTING


WITHIN 4' OF HOUSE


FOOTING


MUST BE  TO THE


SAME DEPTH AS THE


HOUSE FOOTING


1 2 3


SEE BEAM


TO POST


DETAIL


OPTIONS


CANTILEVER DECK


BEAM BELOW JOISTS


(FREE STANDING DECK)


BEAM


(SEE ATTACHMENT


DETAIL OPTIONS)


JOISTS TO


FLUSH BEAM


WITH HDG JOIST


HANGERS


JOIST SPAN (ft)


1/2" x 4"


LAG SCREWS


ON-CENTER SPACING FOR FASTENERS ATTACHING DECK TO HOUSE


6'


and less


6'-1"


8'-0"


8'-1"


10'-0"


10'-1"


12'-0"


12'-1"


14'-0"


14'-1"


16'-0"


16'-1"


18'-0"


30"


36"


23"


36"


18"


34"


15"


29"


13"


24"


11"


21"


10"


19"


NOTES:


1.  THE MAXIMUM GAP BETWEEN THE FACE OF THE LEDGER BOARD AND FACE OF THE


HOUSE BAND JOIST SHALL BE 1/2".


2.  THE TIP OF THE LAG SCREW SHALL FULLY EXTEND BEYOND THE INSIDE OF THE BAND


JOIST (BOARD).


3.  LEDGERS SHALL BE FLASHED TO PREVENT WATER FROM CONTACTING THE HOUSE


BAND JOIST (BOARD).


4.  LAG SCREWS AND BOLTS SHALL BE STAGGERED AND SHALL NOT BE CLOSER THAN 2" TO


THE TOP AND BOTTOM OF THE LEDGER.


5.  DECK LEDGERS SHALL BE 2X8 PRESERVATIVE TREATED SOUTHERN PINE (MINIMUM) OR


OTHER APPROVED METHOD AND MATERIAL AS ESTABLISHED BY STANDARD


ENGINEERING PRACTICE.


FOR MAXIMUM


CANTILEVER


SEE TABLE ON


SHEET 3


END AWAY FROM THE HOUSE - GUARD POST OUTSIDE RIM BOARD


END ADJACENT TO THE HOUSE


LEDGER BOARD CONNECTION TO HOUSE


(1) PIECE OF  CORRISION-RESISTANT


MINIMUM 19 GA  METAL


OR APPROVED NON-METALIC


FLASHING BETWEEN HOUSE RIM


BOARD AND DECK LEDGER BOARD


NOTE:   ALUMINUM FLASHING IS NOT


PERMITTED.


SEE TABLE


FOR SPACING


2
"


2
"


2"


LEDGER BOARD


LEDGER CONNECTION


STAGGERED 1/2" DIA HDG


LAG SCREWS THAT


EXTEND AT LEAST 1/2"


BEYOND INTERIOR FACE


OF HOUSE RIM BOARD


OR 1/2" HDG THRU BOLTS


1/2" x 4"


BOLTS WITH WASHERS AND NUTS


REQUIRES


BOLTS,


2" X 2" PLATE


WASHERS AND


NUT


OPTION 2:


PREFERRED


GUARD POST


ATTACHED TO THE


INSIDE OF THE RIM


BOARD - WITH


BLOCKING TO


CREATE A BEAM


POCKET.  SEE


DETAIL SHEET 5.


CANTILEVER DECK


BEAM BELOW JOISTS


E


CONTINUOUS


GUARD POSTS WITH


MIN (2) 1/2" DIA BOLTS


THRU BEAM


SEE


TABLE ON


SHEET 3


BLOCKING BETWEEN


JOISTS OVER BEAM


BLOCKING BETWEEN


JOISTS OVER BEAM


2X2


LEDGER


STRIPS


NOT


ALLOWED
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ATTACHMENT OF DECK TO


MASONRY VENEER


NOT ALLOWED


NOTE:  2X2 LEDGER STRIPS NOT ALLOWED


4CONNECTIONS
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